1. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING SILT FROM SITE IF
NOT REUSABLE ON-SITE AND ASSURING PLAN ALIGNMENT AND GRADE IN
ALL DITCHES AND SWALES AT COMPLETION OF CONSTRUCTION.
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THE SITE CONTRACTOR IS RESPONSIBLE FOR REMOVING THE TEMPORARY
EROSION AND SEDIMENT CONTROL DEVICES AFTER COMPLETIONOF CON-
STRUCTION AND ONLY WHEN AREAS HAVE BEEN STABLIZED.

3. ADDITIONAL PROTECTION — ON-SITE PROTECTION MUST BE PROVIDED
THAT WILL NOT PERMIT SILT TO LEAVE THE PROJECT CONFINES DUE TO
UNFORSEEN CONDITIONS OR ACCIDENTS.

4. CONTRACTOR SHALL INSURE THAT ALL DRAINAGE STRUCTURES, PIPES,
ETC. ARE CLEANED OUT AND WORKING PROPERLY AT TIME OF
ACCEPTANCE.

5. WIRE MESH SHALL BE LAID OVER THE TOP DROP INLET SO THAT THE WIRE
EXTENDS A MINIMUM OF 1 FOOT BEYOND EACH SIDE OF THE
INLET STRUCTURE. HARDWARE CLOTH OR. COMPARABLE WIRE MESH WITH
¥2 -INCH OPENING SHALL BE USED. IF MORE THAN ONE STRIP OF MESH
IS NECESSARY, THE STRIPS SHALL BE OVERLAPPED.

6. FDOT NO.1 COARSE AGGREGATE SHALL BE PLACED OVER THE WIRE MESH
AS INDICATED ON DETAIL. THE DEPTH OF STONE SHALL BE AT LEASE 12
INCHES OVER THE ENTIRE INLET OPENING. THE STONE SHALL EXTEND
BEYOND THE INLET OPENING AT LEASE 18 INCHES ON ALL SIDES.
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IF THE STONE FILTER BECOMES CLOGGED WITH SEDIMENT 50 THATIT NO
LONGER ADEQUATELY PERFORMS ITS FUNCTION, THE STONE MUST BE
PULLED AWAY FROM THE INLET, CLEANED AND REPLACED.

8. BALE SHALL BE EITHER WIRE-BOUND OR STRING-TIED WITH THE BINDINGS
ORIENTED AROUND THE SIDES RATHER THAN OVER AND UNDER THE BALES.

9. BALES SHALL BE PLACED LENGTHWISE IN SINGLE ROW SURROUNDING THE
INLET, WITH THE ENDS OF ADJACENT BALES PRESSED TOGETHER.

10. THE FILTER BARRIER SHALL BE ENTRENCHED AND BACKFILLED. A
TRENCH SHALL BE EXCAVATED AROUND THE INLET AND WIDTH OF A
BALE TO A MINIMUM DEPTH OF FOUR INCHES. AFTER THE BALES ARE
STACKED, THE EXCAVATED SOIL SHALL BE BACKFILLED AND COMPACTED
AGAINST THE FILTER BARRIER.

11. EACHBALE SHALL BE SECURELY ANCHORED AND HELD INPLACEBY AT
LEAST TWO STAKES OR REBARS DRIVEN THROUGH THE BALE.

12. LOOSE STRAW SHOULD BE WEDGED BETWEEN BALE STO PREVENT WATER
FROM ENTERING BETWEEN BALES.
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